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NEW! MARINCO HOSPITAL
GRADE
Announcing Marinco’s all new Hospital
Grade Series. These “green dot” devices
have been rigorously tested for grounding
reliability, assembly integrity, strength and
durability.

Includes 15A and 20A straight blade con-
nectors, plugs, and single and duplex
receptacles.

MEETS OR EXCEEDS
HOSPITAL GRADE UL
TESTS
All devices conform to UL Standards for
hospital equipment #498 and #544,
including:
• Abrupt plug removal (parallel to wall) test
• Ground pin retention tests
• Fault current tests
• Terminal strength test
• Face impact test
• Ground contact temperature test
• Ground resistance test
• Assembly security test
• Mold stress relief test
• Crush test
• Cord grip strain relief tests
• Static cord pull test
• Rotary cord pull test

Exclusive Marinco Mag-Vu™ Windows makes
visual verification of condition of terminal
connections fast and easy.



A 1.47"

B 2.70"

C 1.35"

D 1.00"
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AMPERAGE POLES/WIRES VOLTAGE NEMA CONNECTOR CONNECTOR PLUG PLUG SINGLE DUPLEX
CONFIG. (BLACK) (TRANSPARENT) (BLACK) (TRANSPARENT) RECEPTACLE RECEPTACLE

15 2P 3W 125 8219 8219T 8215 8215T 8210 8200

15 2P 3W 250 8619 8619T 8615 8615T — 8600

20 2P 3W 125 8319 8319T 8315 8315T 8310 8300

20 2P 3W 250 8419 8419T 8415 8415T — 8400

15 & 20 AMP STRAIGHT BLADE

5-15R 5-15P

6-15R 6-15P

5-20R 5-20P

6-20R 6-20P

RECEPTACLES

Impact-resistance thermoplastic nylon
cover and body.
Large, triple-wipe, brass “T” contacts
for superior contact pressure and out-
standing conductivity.
Deep-cut, mill-slotted No. 8-32 high-
performance brass terminal screws
with undercut annular binder-head
design to reduce oxidation on conduc-
tors. Designed torque capability of +20
inch pounds.
Dual ground connections: integral
green grounding screw and brass
nickel-plated self-grounding clip, riveted
to the one-piece, locked-in brass strap
for automatic ground connection when
mounted in a properly-grounded metal
wall box.
Back and side wiring options, with
eight deep-funnel back-wiring holes
that accept No. 10-14 AWG solid and
stranded wire.

AGENCY LISTINGS

Receptacles: U.L. Listed File E111198
C.S.A. Certified File LR81290
Plugs and Connectors: U.L. Listed
File E57672
C.S.A. Certified File LR81290

MECHANICAL

Cord Accommodation (Plugs &
Connectors): .300"-.655"
Terminal Accommodation: #18-10
Plugs and Connectors: #18-10

ELECTRICAL

Dielectric Withstand Voltage: >3,000V
Heat Rise: Maximum 30°C after 100
cycles at 150% of rated current.
Current Interrupting: Yes.

MATERIALS

PLUGS AND CONNECTORS

Front Housing: Nylon-Tough and resis-
tant to a wide range of chemicals.
Rear Housing: Polycarbonate, extremely
strong and impact resistant
U.L. Listed for 125°C continuous use.
U.L. 94V-2 Flammability Index.
Cord Clamp: Nylon.
Terminals & Contacts: Perma-Lock™

lug-type terminals provide superior
wire holding.
Terminal Screws: #8 Solid Brass for
excellent conductivity.
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PACKAGING + OPTIONS

.OEM (50 pieces .CN (Robertson Head
per pack) Screws)*

PART NUMBERS FOR PRODUCT OPTIONS
(MIN. ORDER OF 50)

Example: 8219T.oem.cn           *Not available for Receptacles.

COMPLETE 15A RIGHT ANGLE PLUGS
AMPERAGE POLES/WIRES VOLTAGE NEMA CONFIG. PLUG

15 2P 3W 125 8215TRA

Ordering Options: 1) Individually
boxed, or 2) Bulk packed 50 per
carton with assembly screws
backed-out, just add suffix
“.OEM” to the model number.5-15P

15A/125V
Hospital

8215TRA
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